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Specifications

Makita LW1401 Metal Cut Off
Continuous rating Input 2,200W
Wheel dia. 355mm (14 inches)
Hole dia. 25.4mm (1 inch)

No load speed 3,800rpm
Capacity Round stock
Rectangular stock (Height x Width)
Dimensions 530x290x620mm
Net weight 16.6kg (37.51bs)
Power supply cord 2.5m (8.2ft)
Makita M0921B Angle Grinder
Continuous rating input

Wheel Diameter

No Load Speed (RPM)

Dimensions (L x W x H)
Power supply cord
Makita Drill MHP161KSP
Continuous rating Input

Capacity

127mm

70x233mm

2,200W

230 mm

6,600
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4 Piece Combo Kit: Metal Cut Off, Hammer Drill,
Angle Grinder, Abrasive cut-off wheel
Brand: Makita

SKU:
Warranty:

e Drill With Variable Speed Feature Allows The User To Control The Speed

e Drill With Reversing Feature Helps To Quickly Remove Screws And Other
Fasteners

e Angle Grinder Has A powerful 2200 W motor delivers 6600 RPM for faster
material removal

e Metal Cut Off Has A Powerful 2200W motor
e Metal Cut Off Has A Carry handle for easy transport to the job site

439x250x141 mm

20m

710W

Concrete 16mm (5/8 inch)



Capacity

Capacity

Impacts per minute (ipm)

No load speed (rpm)

Dimensions

(LxW x H)

Power supply cord

Makita A-87672 Abrasive cut-off wheel

Size (mm)

Grit

Type

Pc Per Pkg

Max. RPM

Weight

Weight

Steel 13mm (1/2 inch)

Wood 30mm (1-3/16 inch)

0~ 48,000

0~3,200

296x77x202mm

(M-5/8 inch x 3 inch x 8 inch)

2.0m (6.6ft)

355x3.0x254

A36P

Smooth

25

3,900

24.5KG

24.5KG



