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Al Shati, Dammam, Saudi Arabia

Aluminum Spirit Level, Magnetic, With Three Vials,
225 mm (9 inch)
Brand: Stanley
SKU: 42-465
Warranty: 0

Durable and heavy-duty cast aluminum frame

Features large and top-read vial window

Tinted 360 ° vials make reading easy on the eyes

Pipe groove enables use on rounded surfaces

Magnetic strip allows hands-free operation on metal surfaces

Specifications

AWS Classification ER308, ER308L

Overall Diameter 0.125 inch

Rod Length 36 inch

Weight 10 lb

Welding Current Designation DCEN

For Welding Position Flat; Horizontal; Overhead; Vertical-Down; Vertical-Up

Series Lincoln ER308/308L

For Material Type Stainless Steel to Stainless Steel

For Material Grade 304; 304L; 304LN; 308; 308L; 321; 347

Compatible Shielding Gas 100% Argon

Container Type Plastic Tube

Standards AWS A5.9; MIL-E-19933E AMD1: MIL-308, MIL-308L

Manufacturer Part Number ED030314

Material Stainless Steel

Process TIG Welding (GTAW)

Tensile Strength (Minimum Required) 88 ksi

Yield Strength (Minimum Required) 59 ksi

Weight 0.595 KG

Weight 0.595 KG


