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Specifications

Makita UC4041A Electric Chainsaw
Continuous rating Input

Chain speed per minute

Guide bar length

Chain blade

Chain blade

Sound pressure level

Sound power level

Vibration level

Dimensions (L x W x H)

Makita JR3070CT Recipro
Continuous rating Input

Capacity

Capacity

Length of stroke

Strokes per min (spm)
Dimensions (L x W x H)

Power supply cord

Makita 792707-9 Recipro Saw Blade

Type
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3 Pieces Combo Kit: Electric Chainsaw, Recipro

Saw, Recipro Saw Blade Set

Brand: Makita
SKU:
Warranty:

e Chainsaw Has Double Insulation To Protect The User

e Chainsaw With Adjustment Lever To Adjust Saw Chain Easily

e Chainsaw With Automatic Chain Oiler For Continuous Cutting

e Recipro Saw With a Variable Speed Allows The User To Control The Speed
e Recipro Saw With a Constant Speed Control To Maintain Speed Under Load

1,800W

870m/min (2,900ft/min)

400mm (16 inch)

Pitch 3/8 inch

Gauge 1.1mm (.043 inch) / or 1.3mm (.050 inch)
90.3dB (A)

101.3dB (A)

4.7m/s?

455x245x200mm (17-7/8 inch x 9-5/8 inch x 7-7/8 inch)

1,510W

In pipe 130mm (5-1/8 inch)

In wood 255mm (10 inch)

32mm (1-1/4 inch)

0~ 2,800

485 x 99 x 181Tmm (19-1/8 inch x 3-7/8 inch x 7-1/8 inch)

2.5m (8.2ft)

FAST



No

Teeth per inch

Overall length (mm)

Tooth Material

Per pkg

Weight

Weight

Weight

No.23B

150

HCS

0.1

9.5 KG

9.5KG



