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Specifications

Makita Rotary Hammer HR1841F]
Continuous rating input

Impact Energy

Capacity

Capacity

Capacity

Capacity

Capacity

Blows Per Minute (BPM)

No Load Speed (RPM)

Sound Pressure Level

Sound Power Level

Vibration Level

Dimensions (L x W x H)

Power supply cord

Makita SDS-PLUS drill bit D-00795
Bit Dia (mm)

Overall Working Length (mm)

Length (mm)
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5 Piece Combo Kit: Rotary Hammer, Angle
Grinder,SDS Drill Bit, Cutting Wheel, Adjustable

Wrench Set

Brand: Makita
SKU:
Warranty:

e Rotary Hammer Has A Compact And Lightweight Design
e Rotary Hammer Has A Double Insulation To Protect The User

e Rotary Hammer Has A Variable Speed Allows The User To Control The
Speed

e Angle Grinder With Anti-Slip Surface For More Control
e Angle Grinder With A powerful 2200 W motor delivers 6600 RPM

470W

1.4]

Concrete 18 mm

Core Bit 35 mm

Diamond Core Bit (Dry Type) 65 mm
Steel 13 mm

Wood 24 mm

0~ 4,800

0~ 27100

87 dB (A)

98 dB (A)

Hammer Drilling Into Concrete: 7.5 m/s?
285x75x208 mm

25m

5,6,6,88
110, 110, 160, 110, 160

42,42,92,42,92



Per Pkg 1for each

Makita Angle Grinder M0921B

Continuous rating input 2,200W

Wheel Diameter 230 mm

No Load Speed (RPM) 6,600
Dimensions (L x W x H) 439x250x141 mm
Power supply cord 20m

Makita Cutting Wheel B-62913

Size (mm) 230x3.0x22.23
Grit A30T
Max. RPM 6,650

Makita 11Pc Wrench Set B-65458

10pcs 3 8" socketl3/8\" (10mm), 7/16\" (11Tmm), 15/32\" (12mm), 1/2\" (13mm), 9/16" (14mm), 19/32\"
(15mm), 5/8\" (16mm),

1n 16\" (17mm), 23/32\" (18mm), 3/4\" (19mm) 1pc adjustable wrenchl 200mm

Weight 9.09 KG

Weight 9.09 KG



