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Specifications
Makita HP333DWAX1 Cordless Drill
Battery Voltage
Battery Type
Battery Capacity
Battery Quantity
Capacity in Steel
Capacity in Wood
Chuck Capacity
No Load Speed (Hi)
No Load Speed (Lo)
Blows per Minute (Hi)
Blows per Minute (Lo)
Capacity in Masonry
Max Torque S
Torque Settings
Vibration K factor
Noise sound pressure
Noise sound power

Noise K factor
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Tnakita

5 Piece Combo Kit: Cordless Drill, Angle Grinder,
Jigsaw, 5-Piece Cutting Wheel, Jig Saw Blade Set

Brand: Makita
SKU:
Warranty:

e Drill WIth Variable Speed Switch Allows The User To Control The Speed

e Drill With Reversing Feature To Quickly Remove Screws And Other

Fasteners

e Jig Saw with Double Insulation to protect the user
e Jig Saw with Bevel cut O to 45 degrees left or right
e Angle Grinder has Powerful 840 W motor delivers 11000 RPM for high

output power

12v

makita CXT Lithium lon

2.0ah

10 mm

21 mm

0.8-10 mm

1,700 rpm

450 rpm

0-25,500 ipm

0-6,750 ipm

8 mm

H/14/30 Nm

20 + Drill

1.5 m/sec?

82 dB(A)

93 dB(A)

3 dB(A)

Contact: 0552822719
sales@aptools.sa
Al Shati, Dammam, Saudi Arabia



Net weight

Vibration (hammer drilling into concrete)

Vibration (drilling into metal)

Makita 4326 Jigsaw

Continuous rating Input

Capacity

Capacity

Length of stroke

Strokes per minute

Dimensions (L x W x H)

Net weight

Power supply cord

Makita 9557HNG Angle Grinder

Continuous rating Input 840W

Capacity

Capacity

Capacity

No load speed

Dimensions

(LxW x H)

Spindle thread

Net weight

Power supply cord

Makita Jigsaw Blade B-06292

Tooth Type

Blade Length

Cutting Length

Makita D-18764 Cutting Wheel

Size (mm)

Grit

Max. RPM

Weight

Weight

11-12kg

13.0 m/sec?

2.5 m/sec?

450W

In wood at O degrees: 65mm (2-9/16 inch)

In steel at 90 degrees: 6mm (1/4 inch)

18mm (11/16 inch)

(spm) 3,100

224 x 77 x 197mm (8-7/8 inch x 3 inch x 7-3/4 inch)

1.8kg (4.0Ibs)

2.0m (6.6ft)

Depressed center wheel: 115mm (4-1/2 inch)

Abrasive disc : 115mm (4-1/2 inch)

Diamond wheel: 115mm

11,000rpm

27Tmm x 129mm x 106mm

(10-5/8 inch x 5-1/8 inch x 4-3/16 inch)

DIN type

2.0kg (4.41bs)

2.5m (8.2ft)

Set / Variable

100mm

77mm

15x1.2x22.23

WA60T

13,290

5.8 KG

5.8 KG



