
Arab Pros For Machinery & Equipment

Product Catalog
2026-11-15 03:11 AM

www.aptools.sa

Contact: 0552822719
sales@aptools.sa

Al Shati, Dammam, Saudi Arabia

6 Piece Combo Kit: Demolition Hammer, Rotary
Hammer, Angle Grinder, 2 Piece Drill Bit Set, 1
Piece Diamond disc
Brand:
SKU:
Warranty:

Specifications

Makita M8600B Demolition Hammer

Continuous rating input 900W

Impacts Per Minute (IPM) 2,900

Impact Energy 7.2 J

Dimensions (L x W x H) 406 x 99x 232 mm

Net weight 5.4 kg

Power supply cord 2.5 m

Makita HR2630T Rotary Hammer

Continuous rating input 800W

Capacity Concrete : 26mm (1inch)

Capacity Steel : 13mm (1/2inch)

Capacity Wood : 32mm (1-1/4inch)

Impacts per minute (ipm) 0-4,600

No load speed (rpm) 0-1,200

Sound pressure level 91dB(A)

Sound power level 102dB(A)

Vibration level Hammer drilling: 15m/s²

Vibration level Drilling: 2,5m/s²

Vibration level Chiseling: 9,5m/s²

Dimensions (L x W x H) 385x 77 x 209mm (15-1/8 inch x 3inch x 8-1/4inch)

Net weight 3.0kg (6.6lbs)

Power supply cord 2.5m (8.2ft)

Makita GA9030 Angle Grinder

Continuous rating input 2,400W (220V)



Wheel Diameter 230 mm (9")

No Load Speed (RPM) 6,600

Vibration Level Surface Grinding: 6.5 m/s²

Vibration Level Disc Sanding: 2.5 m/s² or less

Sound Pressure Level 90 dB(A)

Sound Power Level 101 dB(A)

Dimensions 503x250x140 mm

(L x W x H) (19-3/4"x9-7/8"x5-1/2")

Net weight 6.26 kg (13.8 lbs)

Power supply cord 2.5 m (8.2 ft)

Makita D-00795 SDS-PLUS

Bit Dia (mm) 5, 6, 6, 8, 8

Overall Length (mm) 110, 110, 160, 110, 160Working

Length (mm) 42, 42, 92, 42, 92

Per Pkg 1 for each

Makita A-84137 Diamond Blade

Diameter 230 mm

Bore 22.23 mm

Thickness 2.5 mm

Speed 6650 rpm

Weight 15.16 KG

Weight 15.16 KG


