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Specifications

Brand

Product Type

Model Number

Product Reference

System

Voltage

Max. Pressure

Tank Capacity

Car Tyre Inflation Time

Pressure Control

Hose Connection

Hose Storage

Tank Drain

Runtime (2.0Ah Battery)

Runtime (2.5Ah Battery)

Runtime (4.0Ah Battery)

Runtime (5.0Ah Battery)

Sound Pressure Level (Lpa)
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RYOBI

Cordless Air Compressor 18V, 120 PSI (8.3 bar)
Max Pressure

Brand: Ryobi

SKU: R18AC-0

Warranty: 24

e Up to 120 PSI (8.3 bar) from an integrated 3.8L tank
o Inflates a car tyre from flat to full in 80 seconds
e Turns pneumatic brad and finish nailers cordless
e Locking regulator and quick release hose connector

o Metal hose wrap and drain valve for easy storage and care

Ryobi

18V Cordless Air Compressor

R18AC-0

5133004540

Ryobi 18V ONE+™

18V

8.3 bar /120 PSI

38L

approx. 80 seconds from flat to full

Locking Regulator

Quick Release Air Hose Connector

Metal Air Hose Wrap

Drain Valve

up to 4 car tyres inflated from O to 35 psi

up to 5 car tyres inflated from O to 35 psi

up to 8 car tyres inflated from O to 35 psi

up to 11 car tyres inflated from 0 to 35 psi

79.6 dB(A) (K =3.0dB(A))



Sound Power Level (Lwa)

Weight (without battery)

Weight with Battery Pack (EPTA)

Included

Batteries Included

Charger Included

Weight

Weight

91.8 dB(A) (K=3.0 dB(A))

6.4 kg

6.8 kg (RB1820C)

1x R18AC-0 Cordless Air Compressor (Bare Tool), 1x 1/4 inch EU Coupler, 1x 1/4 inch UK
Coupler

No

No

6.4 KG

6.4 KG



