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5 Piece Combo Kit: Circular Saw, Power Planer,
Plunge Router,Finishing Sander ,Cordless Hammer
Drill
Brand:
SKU:
Warranty:

Specifications

HS7010 185mm

Continuous rating input 1,600W

Blade Diameter 185-190 mm

Max Cutting Capacity 0°: 65-67 mm

Max Cutting Capacity 45°: 44-45 mm

No Load Speed (RPM) 5,500

Dimensions (L x W x H) 300x240x261 mm

Net weight 4.0 kg (8.9 lbs)

Power supply cord 2.5M

M1902B Power Planer

Continuous rating Input 500W

Planing width 82mm (3-1/4inch)

Planing depth 1mm (1/32inch)

Max Shipplapping 9mm (11/32inch)

No load speed 16,000

Overall length 285mm (11-1/4inch)

Net weight 2.7kg (6.0lbs)

Power supply cord 2 M

Makita HP488DWAE Cordless Hammer Drill

Capacity Steel: 13 mm (1/2Inch)

Capacity Wood: 36 mm (1 - 7/16Inch)

Capacity Masonry: 13 mm (1/2Inch)

Clutch Torque Setting 1 - 4N·m (9 - 35in.lbs.)

Chuck Capacity 1.5 - 13 mm (1/16 - 1/2Inch)



Impacts Per Minute (IPM) High: 0 - 21,000

Impacts Per Minute (IPM) Low: 0 - 6,000

No Load Speed (RPM) High: 0 - 1,400

No Load Speed (RPM) Low: 0 - 400

Max Fastening Torque Hard: 42N·m (370 in.lbs)

Max Fastening Torque Soft: 24N·m (210 in.lbs)

Max Lock Torque 38 N·m (340 in.lbs.)

Dimensions (L x W x H) 239 x 83 x 240 mm (9-3/8 x 3-1/4 x 9-1/2Inch)

Finishing SanderM9200B

Continuous rating input 180W

Pad size 112 x 102mm

Abrasive paper size 114 x 140mm

Orbits per minute (OPM) 14000

Dimensions 110x112x133mm

Net weight 0.89kg (2.0lbs)

Power supply cord 2.0 m (6.6 ft.)

Makita M3601B Plunge Router

Collet size 6 mm, 8 mm

Continuous rating Input 900W

No load speed 27,000rpm

Plunge capacity 0-35mm

Sound Pressure Level 91 dB(A)

Sound Power Level 102 dB(A)

Net weight 2.7kg

Power supply cord 2.0 m (6.6 ft.)

Weight 12.4 KG

Weight 12.4 KG


