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Specifications

Euro Weld Plus SUPERPRO2230 Welding MMA
Machine

Input voltage

Fuse

Installation power

Open circuit volt

Current range

Electrode size

Dimensions

Weight

Makita LW1401 Metal Cut Off
Continuous rating Input 2,200W
Wheel dia. 355mm (14 inches)

Hole dia. 25.4mm (1 inch)

No load speed 3,800rpm

Capacity Round stock

Rectangular stock (Height x Width)
Dimensions 530x290x620mm

Net weight 16.6kg (37.51bs)

Power supply cord 2.5m (8.2ft)
Makita A-87672 Abrasive cut-off wheel

Size (mm)
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5 Piece Combo Kit: Welding MMA Machine, Metal
Cut Off, Abrasive cut-off wheel, Angle Grinder,
Metal Cutting Disc

Brand:
SKU:
Warranty:

e Angle Grinder With Double Insulation To Protect The User

e Angle Grinder Has A Slide Switch With Lock-On For Continuous Use
o Welding MMA Machine Made in Italy

e Welding MMA Machine Equipped with a cooling fan

o Metal Cut Off Has A Powerful 2200W motor delivers 3800 RPM

230-380V/1Phase
16 Amp

4 KW (60%)

43-48 Volt

40-250 A

1.6-5

350x710x430

26 KG

127mm

70x233mm

355x3.0x254



Grit

Type

Pc Per Pkg

Max. RPM

Makita 9558HNG Angle Grinder

Continuous rating Input

Capacity

Capacity

Capacity

No load speed

Dimensions

(LxW x H)

Spindle thread

Power supply cord

Makita A-83593 Metal Cut-Off Wheel

Size (mm)

Grit

Max. RPM

Weight

Weight

A36P

Smooth

25

3,900

840W

Depressed center wheel 125mm (5 inch)

Abrasive disc 125mm (5 inch)

Diamond wheel 125mm (5 inch)

11,000rpm

27Tmm x 139mm x 106mm

(10-5/8 inch x 5-1/2 inch x 4-3/16 inch)

DIN type

2.5m (8.2ft)

1M5x3.0x22.23

A30T

13,290

44 9 KG

44.9 KG



