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6 Piece Combo Kit: Flip Over Saw, Wood Planer,
Plunge Router,Aluminum Level ,Orbital Sander,
Double Safety Tape
Brand:
SKU:
Warranty:

Specifications

Makita LF1000 Flip Over Saw

Continuous rating input 240W

Pad Size 123 mm

Abrasive Paper Size 125 mm

Orbits Per Minute (o min) / 12,000

Strokes Per Minute (s min) / 24,000

Orbit Diameter 2.8 mm

Vibration Level Sanding metal plate: 3.0 m/s²

Vibration K factor 1.5 m/s²

Sound Pressure Level 81 dB(A)

Sound Power Level 92 dB(A)

Noise K factor 3 dB(A)

Dimensions (L x W x H) 153x123x144mm

Net weight 1.2 kg

Power supply cord 2.0 m

Makita KP0800XK Wood Planer

Continuous rating Input 620W

Planing width 82mm (3-1/4\ inch)

Planing depth 2.5mm (3/32\ inch)

No load speed (rpm) 17,000

Dimensions 285 x 158 x 158mm

(L x W x H) (11-1/4\ inch x 6-1/4\ inch x 6-1/4\ inch)

Net weight 2.6kg (5.7lbs)

Power supply cord 2.5m (8.2ft)



Makita RP0900 Plunge Router

Continuous rating Input 900W

Capacity Collet : 8mm or 3/8"

Base 145 x 110mm (5-3/4" x 4-5/16")

No load speed (rpm) 27,000

Dimensions 256 x 110 x 217mm

(L x W x H) (10-3/32" x 4-5/16" x 8-17/32")

Net weight 2.7kg (6.0lbs)

Power supply cord 2.5m (8.2ft)

Makita M9204B Orbital Sander

Continuous rating input 240W

Pad Size 123 mm

Abrasive Paper Size 125 mm

Orbits Per Minute (o min) / 12,000

Strokes Per Minute (s min) / 24,000

Orbit Diameter 2.8 mm

Vibration Level Sanding metal plate: 3.0 m/s²

Vibration K factor 1.5 m/s²

Sound Pressure Level 81 dB(A)

Sound Power Level 92 dB(A)

Noise K factor 3 dB(A)

Dimensions (L x W x H) 153x123x144mm

Net weight 1.2 kg

Power supply cord 2.0 m

Makita 81723413 Alumnium Level Redpro

Size 45 CM

Color silver

Makita 81722312 Double Safety Tape

Length 5M

Width 25MM

Weight 43.1 KG

Weight 43.1 KG


